Three Phase G3-1284
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Key Technical Features:

50V, 35A, Silicon Carbide Module

SiC MOSFETs power devices (CABO16M12FM3) with integrated
temperature sensor

Integrated current sensor

Integrated DC-link voltage measurement

Integrated heat-sink with forced air-cooling

M5 screw terminals for power connections

Simplified Schematic
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Characteristics per phase
Rated DC voltage 750V
Rated current 35A
Max. switching frequency 120 kHz
Bus capacitance 60 uF
Voltage measurement LEM LV20-P
Current measurement LEM LAH 50-P
Temperature sensor Integrated NTC thermistor

Via dell’Industria 29/31 - 25032 Chiari (BS) — Italy +39 030 7281715 info@ped-hub.com www.ped-hub.com



mailto:nfo@ped-board.

Three Phase G3-1284

Connections per phase

Connector Pin Name Description
1
> GND Ground reference
JP1 —
- [ ol 3 +15V Positive +15V supply voltage path for LEM sensors
4 -15Vv Negative -15V supply voltage path for LEM sensors
N~ |O O|co
IDC Header 5 IM_CUR Current measurement output path
2x04 P2.54mm 6 VDC_Meas DC bus voltage measurement output path
Vertical 7 T+
p = Connections for the internal SiC module NTC thermistor
1 VDC+ Positive of DC bus. Drain terminal connection of the upper switching
2 device
JP2 3
N - Not connected
oo 4
N~ |O O|oo o . . . . .
IDC Header 5 GATE TOP Gate drive signal for the upper switching device (operating range: -4V
2x04 P2.54mm 6 - to +15V)
Vertical 7
3 SOURCE_TOP Source terminal connection of the upper switching device.
1 AC Midpoint connection for the H-bridge (HBM) power stage. Drain
P3 2 terminal connection of the lower switching device
- 3
E E - - Not connected
oo 4
~ |o ofeo q a 0 o o o .
IDC Header 5 GATE BOT Gate drive signal for the lower switching device (operating range: -4V
2x04 P2.54mm 6 - to +15V)
Vertical 7
3 SOURCE_BOT Source terminal connection of the lower switching device.
AC
M5 screw - AC Power connection of midpoint connection for the H-bridge
terminal
Connections DC Bus
VDC+
M5 screw - VDC+ Power connection for positive of DC bus
terminal
VDC-
M5 screw - VDC- Power connection for negative of DC bus
terminal

Layout per phase
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Three Phase G3-1284 3

Ordering PN

ASS-ED-21.030 with Gate Driver Electrical G1

\\\\\\\\\\\mmmunmm/////////////

ASS-ED-25.002 with Gate-Driver Optical G1
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